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*GWFI = Glow Wire Flammability Index
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TAGORA RECESSED ø 80
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Ø 92 mm
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Ø 4 mm

4
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X(mm) Y(mm) Z(mm) H1(mm) H2(mm)
LED Ø92 70 100 155 175
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LED GU10

OFF

3b LED

OFF

Rosso/Red/Rouge/Rojo/Rot
Nero/Black/Noir/Negro/Schwarz
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XXX mA
SELV

Uout ≤ 60V +

-

Lmax [m] 10 20 50

Ømin [mm2] 0,50 1,00 2,50

Lmax - Ømin
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XXX mA

9-11 mm



4 Ø 4 mm
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TAGORA RECESSED ø 270
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X(mm) Y(mm) Z(mm) H1(mm) H2(mm)
LED Ø292 100 150 240 250

Ø 292 mm
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Dimmable DALI Dimmable SwitchDim

max. 1,5mm²
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TAGORA RECESSED ø 570
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Dimmable Dali Dimmable SwitchDim

max. 1,5mm²
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TAGORA RECESSED ø 970
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PUSH
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Ø 8 mm max.

L = 3800 mm max.
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Dimmable SwitchDim

Dimmable Dali 

max.
1,5 mm2
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Ø 4 mm
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Surface brillante à l’intérieur. 
Faccia lucida verso l’interno.
Gloss surface inwards.
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