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TAGORA SUSPENSION ¢ 80

flood
3000K wide flood
P20 LED 1 LED very wide flood
flood
4000K wide flood
very wide flood
960° LED
) LED (GU10) 220-240V
(GU10) 0% Q“m mé max 8 W
TAGORA SUSPENSION g 270
2180
- spot
3000K Tood
LED
g]oa(;(d 1P20 LED1T dimmable Dali-SwitchDim o spot
flood
N TC-DEL (G249-3) non dimmable
650 2x26W dimmable Dali-SwitchDim
330 -
TC-TEL (G14g-1) non dimmable
2x 14w dimmable Dali-SwitchDim
@270
TAGORA SUSPENSION ¢ 570
LED direct
IP20|| LED1 LED d:recﬂindirect
o TC-LEL (2611)
650 4x36W
TAGORA SUSPENSION ¢ 970
LED direct
IP20 || [LED1 LED d:::cﬁindirecl
650° T16 (G5)

4x24W+4x39W




TAGORA SUSPENSION ¢ 80

min. 1,5mm?
max. 2,5 mm?
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TAGORA SUSPENSION g 270 - 9 570 - ¢ 970

USEINETANE

@270 @570 @970

Code H min. Code H min. Code H min.
LED 20 cm LED 20 cm LED 20 cm

TC-DEL/TC-TEL | 10 cm TC-LEL 10 cm T16L 10 cm




TAGORA 270/570/970 FLUO
5a tacora270 HIT
non dimmable / not dimmable

Cable d'installation.
D (avo diinstallazione.
@B Installation cable.
@D Installationskabel,
&S (able de instalacion .

5c TAGORA 570 FLUO
non dimmable + Secours 1 h/
not dimmable + Emergency 1 h

5b

min. 1,5mm? -
max. 2,5 mm?

50 |8-10]

TAGORA A 270/570/970 FLUO
TAGORA 270/570/970 LED
dimmable Dali / Dali dimmable

5d

TAGORA 270/570/970 FLUO
TAGORA 270 LED

dimmable SwitchDim /
SwitchDim dimmable

DA/L DA/N




@  TAGORA270FLUO
(TC-DEL/TC-TEL)

7 TAGORA 570




8  TtAGoRA970FLUO

@B Surface brillante a lintérieur.

D Faccia lucida verso interno.

@B Gloss surface inwards.

@B Glanzende Oberfliche nach innen.

@ Superficie brillante hacia dentro.
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