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TAGORA SUSPENSION ø 80

TAGORA SUSPENSION ø 270

TAGORA SUSPENSION ø 570

TAGORA SUSPENSION ø 970

Ø80

330

max.
2000

Ø100

330

Ø270

max.
2000

Ø180

Ø570

190

max.
2000

Ø180

Ø970

230

max.
2000

Ø180

GWFI
960°C LED 

(GU10)

flood
wide flood
very wide flood
flood
wide flood
very wide flood

3000K

4000K

LED

*
LED (GU10) 
220-240V, max 8W
Max overall length: 
81 mm 

GWFI
960°C

spot

flood

spot

flood

3000K
LED dimmable DALI - 
SwitchDim

4000K
*

GWFI
650°C

LED direct
LED direct+indirect

*

GWFI
650°C

LED direct
LED direct+indirect

*

*GWFI = Glow Wire Flammability Index
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TAGORA SUSPENSION ø 80

Code H min.
LED 20 cm

Ø570Ø270Ø80

60 mm

1

2

3

min. 1,5mm²
max. 2,5 mm²
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TAGORA SUSPENSION ø 270 - ø 570 - ø 970

Ø970Ø570Ø270
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dimmable Dali / Dali dimmable

DA/N

DA/L

TAGORA 270/570/970 LED

dimmable SwithcDim / SwitchDim dimmable
TAGORA 270 LED

8 TAGORA 970 FLUO

 FLUO

4

3

Surface brillante à l’intérieur. 
Faccia lucida verso l’interno.
Gloss surface inwards.

2

1
min. 1,5mm² - 
max. 2,5 mm²

8-1050

min. 1,5mm² - 
max. 2,5 mm²

8-1050

DA/NDA/L DA/N

DA/L
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