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Discovery
Ernesto Gismondi

  2015

“Discovery translates 
innovation in emotion and 
perception. An  immaterial and 
transparent element becomes 
present through light and a 
completely uniform emission 
perfect for workplaces.”

Ernesto Gismondi
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Discovery 
is visible is invisible
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Discovery wall

Light OFF Light ON
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DISCOVERY

DISCOVERY WALL

DISCOVERY VERTICAL Ø700 /
TW / RGBW

DISCOVERY VERTICAL Ø1000 /
TW / RGBW

DISCOVERY VERTICAL Ø1400

XF
(>45°)
40 W 
2857 lm

XF
(>45°)
40 W 
2857 lm

XF
(>45°)
40 W 
2857 lm

TW
(>45°)
95 W 
5020 lm

RGBW
(>45°)
46 W 
1705 lm

XF
(>45°)
63W
3195 lm

TW
(>45°)
136W
7171lm

RGBW
(>45°)
66W
2440 lm

XF
(>45°)
89W
4500 lm

An ultra-light aluminum profile hosts a LED strip 
that injects light into a technopolymer surface with 
microengravings.
The microengravings pattern ensures maximum efficiency 
and uniformity in direct and indirect emission.
Dimmable devices (push dimmer).
Available as suspension and wall/ceiling Ø 700 mm, as 
vertical suspension Ø 700-1000-1400 mm.

UGR<19
Uniform and diffuse light suitable 

for workplaces 

High-end and innovative technology 

Maximum efficiency and uniformity

Perfectly transparent surface 

Extracting light

Discovery
typologies
S U S P E N S I O N  H O R I Z O N T A L

S U S P E N S I O N  V E R T I C A L

W A L L
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MacAdam 3SDCM
Life L90 (6K) 50000h
CRI =90

MacAdam 3SDCM
Life L90 (6K) 50000h
CRI =90

XF XFSilver

10.

Silver

10.

Black

30.

Black

30.

IP20
  

IP20
  

Brushed 
Bronze

60.

Brushed 
Bronze

60.

Code
19991.10/30/60.A

Code
19991.10/30/60.APP

Code
199801.10/30/60.A

Code
19920.10/30/60.A
19930.10/30/60.A
19940.10/30/60.A

Code
19920.10/30/60.APP
19930.10/30/60.APP
19940.10/30/60.APP

Code
19922.10/30/60.A
19932.10/30/60.A

Code
19922.10/30/60.APP
19932.10/30/60.APP

Code
19923.10/30/60.A
19933.10/30/60.A

Code
19923.10/30/60.APP
19933.10/30/60.APP

Ø W Beam Flux CCT
700 mm 40 W XF 2857 lm 3000K
1000 mm 63 W XF 3195 lm 3000K
1400 mm 89 W XF 4500 lm 3000K

Ø W Beam Flux CCT
700 mm 95 W XF 5020 lm 2700K-6500K
1000 mm 136W XF 7171 lm 2700K-6500K

Ø W Beam Flux
700 mm 46 W XF RGB 651 lm

White 1054 lm
1000 mm 66 W XF RGB 930 lm

White 1510 lm

W Beam Flux CCT
40 W XF 2857 lm 3000K

W Beam Flux CCT
40 W XF 2857 lm 3000K

DISCOVERY 

D I S C O V E R Y D I S C O V E R Y  V E R T I C A L

PUSH & APP

PUSH & APP

DALI DT8 APP

DALI APP

PUSH

PUSH

PUSH/DALI
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DISCOVERY WALL DISCOVERY VERTICAL SUSPENSION

DISCOVERY VERTICAL SUSPENSION TW

DISCOVERY VERTICAL SUSPENSION RGBW

The APP driver can not be controlled by DALI 
dimming system and viceversa.

The APP driver can not be controlled by DALI 
dimming system and viceversa.

632
633



Discovery Space
Ernesto Gismondi
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MacAdam 3SDCM
Life L90 (6K) 50000h
CRI =90

XFSilver

10.

Black

30.

IP20
  

Brushed 
Bronze

60.

Code
20000.10/30/60.A

Code
20000.10/30/60.APP

Code
20040.10/30/60.A

Code
20040.10/30/60.APP

Code
20020.10/30/60.A

Code
20020.10/30/60.APP

Code
20050.10/30/60.A

Code
20050.10/30/60.APP

Code
20010.10/30/60.A

Code
20010.10/30/60.APP

Code
20030.10/30/60.A

Code
20030.10/30/60.APP

W Beam Flux CCT
78 W XF 4085 lm 2700K-6500K

W Beam Flux CCT
32 W XF 2160 lm 3000K

W Beam Flux CCT
130 W XF 6850 lm 2700K-6500K

W Beam Flux CCT
53 W XF 3600 lm 3000K

W Beam Flux
78 W XF RGB 592 lm

White 960 lm

W Beam Flux
130 W XF RGB 888 lm

White 1440 lm

DISCOVERY SPACE SQUARE TW

DISCOVERY SPACE SQUARE

DISCOVERY SPACE RECTANGULAR TW

DISCOVERY SPACE RECTANGULAR

DISCOVERY SPACE SQUARE RGBW

DISCOVERY SPACE RECTANGULAR RGBW

D I S C O V E R Y  S P A C E

DALI DT8 APP

DALI DT8 APP

DALI APP

DALI APP
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PUSH & APP

PUSH & APP

PUSH/DALI

PUSH/DALI

The APP driver can not be controlled by DALI 
dimming system and viceversa.
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