
Luminaire

Code 0454020A
Name LOGICO SOSPENSIONE 3X120° SETA
Measurem.

Code FTS002517-A
Name LOGICO SOSPENSIONE 3X120° SETA

Luminaire Flux        3936 lm Luminaire Power   39.0 W Efficacy  100.918 lm/W Efficiency  86.25%

Source Flux        4563 lm Maximum value 118.80 cd/klm Position C=255.00 G=35.00 CG Asymmetrical

Round Luminaire Diam. 660 mm Height 340 mm
Round Luminous Area Diam. 660 mm Height 340 mm

Horizontal Luminous Area 0.342119 m2 Emitting area on Plane 180° 0.224400 m2
Emitting area on Plane 0° 0.224400 m2 Emitting area on Plane 270° 0.224400 m2
Emitting area on Plane 90° 0.224400 m2 Glare area at 76° 0.300501 m2

Coordinate system CG Symmetry Type Asymmetrical
Date 20-01-2022 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux  4563 lm

Lamping=LED DIM 3x13W (E27) CCT=2700K CRI=80

C.I.E. 31   54   77   55   86 D DIN 5040 C21
F UTE 0.48 H + 0.39 T B NBN BZ 7
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ULOR 38.54 %

DLOR 47.72 %

RN 44.68 %
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